LED LOW PROFILE CANOPY

40 - 60 WATTS

NEW

LED LOW PROFILE CANOPY
PRODUCT FEATURES

Easy Installation
Multiple design features, such as the
hinged and removable back housing,
make installation quick, easy and secure.

Thermal Stacking
The Atlas Low Proﬁle Canopy Light is
designed as a complete system to
optimize LED life and light output. The
Patent Pending thermal stacking heat
removal technology extracts heat from
within the housing moving it away from
LEDs and components.

Construction
These patent pending housings are made of
durable die-cast aluminum. The attractive
styling incorporates external airﬂow ﬁns to
maximize heat dissipation.

Controls
Released Fall 2017

LEDs
Using the latest
high brightness,
high count LED
technology more
usable light is
produced while
eliminating glare.

Burn-In
Lens

The high transmission lens, with 91%
eﬃciency, is high impact, scratch
resistant and protects the LEDs. At the
same time, it delivers improved visual
comfort by eliminating any glare and
providing a wider smoother and more
uniform light output.

Low Proﬁle
The proﬁle is less than 5"
tall oﬀering easy integration
into either existing retroﬁt
applications or new
construction opportunities.

4.88"

All Atlas LED ﬁxtures, are
burned in after assembly for a
minimum of 72 hours. During
this burn in stage the ﬁxtures
are cycled on and oﬀ as well
as monitored for quality.

Emergency Battery Back-Up Available*
Requires deeper housing

*

ORDERING FORMAT
CPM

40LED

PRODUCT SERIES

CPM = Slim Canopy Series
WATTAGE

40LED = 40 System Watts
60LED = 60 System Watts

COLOR TEMP.

Blank = 4500K

CONTROLS

Blank = Dimming (0-10V)
M = Motion

VOLTAGE

OPTIONS

Blank = 120-277
4 = 480

SP = Surge Protection
EB = Emergency Battery Back-Up
COLOR

Blank = Bronze
W = White

LED LOW PROFILE CANOPY
Atlas’ Low Profile Canopy Series offers a Brighter Solution for a wide range of canopy applications. These
versatile fixtures produce a smooth and even light pattern that eliminates glare and wasted light while optimizing
the delivered light. The Atlas Low Profile Canopy Light is designed as a complete system to optimize LED life and
light output. The profile is less than 5 inches tall offering easy integration into either existing retrofit applications
or new construction opportunities. Multiple design features such as the hinged and removable back housing
make installation quick, easy and secure.

QUICK & EASY INSTALLATION

Attach top housing to either mounting
box or conduit

Hang bottom housing to the top by
connecting the hinges

Wire fixture using provided quick
connect connectors

Simply Close fixture and tighten 2 screws

ENERGY SAVINGS

LED LOW PROFILE CANOPY
SPECIFICATIONS:
Construction:
Designed for commercial and industrial applications, providing cooler
operating temperatures, brighter light and longer LED life. Apertures for
continuous wiring. Housing is hinged for quick and easy mounting and
entrance.
Zero Glare:
Using the latest high brightness, high LED count technology, more
usable light output is produced while eliminating glare. The high
transmission lens, with 91% efficiency, is high impact, scratch resistant
and protects the LEDs. At the same time, it delivers improved visual
comfort by eliminating any glare and providing a wider smoother and
more uniform light output.
Thermal Management:
The Atlas Low Profile Canopy Light is designed as a complete system to
optimize LED life and light output. The Patent Pending thermal stacking
heat removal technology extracts heat from within the housing moving
it away from LEDs and components. The lower temperatures result
in long LED life (200,000+ hrs) and component life and also allows for
higher light output.
Listings:
Luminaire is certified to UL/cUL Standards for Damp Locations
Lighting Facts Certified
DesignLights Consortium qualified luminaire, eligible for rebates from
DLC member utilities.
AC Input:
120/208/240/277 V
Driver:
Constant current, Class 2 120-277 VAC, 47-63Hz
High Efficiency – min. 85%
Off-State Power: 0 Watts
Dimming 0-10V
LEDs:
4500K CCT
Epoxy Guard™ protective conformal coated boards
Atlas LEDs provide higher lumen output, greater energy
efficiency and more reliable fixture performance. They are
tested and binned at 700mA which is the actual operating
current used in Atlas LED luminaires, giving a better
representation of actual performance.

DIMENSIONS

Temperatures:
Min Start: –35°C Max: 50°C
Warranty:
Five-year limited warranty
Testing:
Atlas LED luminaires have been tested by an independent
laboratory in accordance with IESNA LM-79 & LM-80, and
have received the Department of Energy “Lighting Facts” label.
Weight: 10.0 lbs.
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